Model DG-xx Slimline Switch

Model DG-xx

Warranty Claims

For repair or replacement contact Customer Service at 800-8288809 (toll free) or 714-545-9444 and obtain a Return Merchandise
Authorization (RMA) number. Then package the unit carefully and
return (no COD’s please) to:
SureFire, LLC
Repairs Department, RMA#___
17680 Newhope Street, Suite B
Fountain Valley, CA 92708-6122

Slimline Switch
User Manual

SureFire will pay any reasonable shipping costs to return the unit
to you.
Warranty

SureFire® warrants its products to be free from defects in materials
and workmanship. SureFire will repair or replace, at its option
without charge, any product or part which is found to be defective
under normal use and service. Such repair or replacement shall be
the purchaser’s sole and exclusive remedy under this warranty. This
warranty does not include normal maintenance and services and
does not apply to any products or parts that have been subjected to
modification, misuse, negligence, accident, improper maintenance
or repair by anyone other than SureFire.
Warranty Limitation
There is no other express warranty. SureFire® hereby disclaims any
and all implied warranties, including but not limited to fitness for
a particular purpose. SureFire shall not be liable for incidental,
consequential, or special damages arising out of, or in connection
with, product use or performance.
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SureFire®

Model DG-xx Slimline Switch
Introduction
The DG-xx Slimline Switch combines push/toggle and pressure switches
in a single unit. With the DG-xx, users can activate their X Series in
momentary or constant-on mode without having to change their handgun
grip. The DG-xx also serves as the battery cover.

Installation
1.
2.

First uninstall existing X Series tailcap switch by opening all the way
and unhook hinges.
Install by hooking hinges to hinge pin as shown (figure 2).

fig 1.

Caution: Make sure the hinges and pins are properly aligned before
hooking them together. If the hinges are aligned improperly, they may
break when you try to hook them into place. Apply even pressure on both
hinges when hooking them onto the X Series pins. If the hinges and pins
do not hook together easily, do not try to force them together. Stop, check
the alignment, then try again. If you’re still unsuccessful, contact
SureFire’s Customer Service Department.

fig 3.

Operation
1.
2.

For momentary on/off (figure 3), press switch forward (A) or apply
pressure (B) to the Slimline Switch.
For constant on/off, press the switch up or down (C). The switch will
click into place.

fig 2.
HINGE

(A)
(B)

(C)
HINGE PIN

SureFire®

Model DG-xx Slimline Switch
Introduction
The DG-xx Slimline Switch combines push/toggle and pressure switches
in a single unit. With the DG-xx, users can activate their X Series in
momentary or constant-on mode without having to change their handgun
grip. The DG-xx also serves as the battery cover.

Installation
1.
2.

First uninstall existing X Series tailcap switch by opening all the way
and unhook hinges.
Install by hooking hinges to hinge pin as shown (figure 2).

fig 1.

Caution: Make sure the hinges and pins are properly aligned before
hooking them together. If the hinges are aligned improperly, they may
break when you try to hook them into place. Apply even pressure on both
hinges when hooking them onto the X Series pins. If the hinges and pins
do not hook together easily, do not try to force them together. Stop, check
the alignment, then try again. If you’re still unsuccessful, contact
SureFire’s Customer Service Department.

fig 3.

Operation
1.
2.

For momentary on/off (figure 3), press switch forward (A) or apply
pressure (B) to the Slimline Switch.
For constant on/off, press the switch up or down (C). The switch will
click into place.

fig 2.
HINGE

(A)
(B)

(C)
HINGE PIN

