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BLANK SAFETY DEVICE
SF-BSD-556-M4

DESIGNED FOR USE WITH 5.56 MM M4/M4A1 RIFLES 
EQUIPPED WITH SUREFIRE SUPPRESSOR ADAPTERS

BLANK SAFETY DEVICE

SF-BSD-556-M4

CALIBER 5.56 mm
WEIGHT 17.0 oz (482 g)

DIAMETER 1.5 in. (3.8 cm)

LENGTH 6.2 in. (15.7 cm)
ADDED TO WEAPON 4.0 in. (10.2 cm)*
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*Actual length may vary, depending
  on which SureFire adapter is used

WARRANTY
SureFire warrants our suppressors and suppressor related products to be free from defects in workmanship and materials for the lifetime of the 
original owner. We will repair, replace, or refund your original purchase price of a product if it is determined by SureFire to be defective. This warranty 
does not cover normal wear and tear, damage to the suppressor resulting in whole or in part from unauthorized repairs, unstable or non-SAAMI/
NATO specification ammunition, abuse, misuse, or neglect. Unwarranted repairs to the suppressor, including but not limited to core rebuilds, made 
necessary by any of these factors will be invoiced to the owner who will be given the right to approve such work before it commences. BSD’s and 
BFA’s are designed to be used with blank ammunition only. Any damage due to live fired rounds is not covered by this warranty and cannot be 
repaired. SureFire assumes no responsibility whatsoever and will honor no claims for damages, regardless of nature, for physical injury or property 
damage resulting from careless and/or irresponsible handling, adjustments to the suppressor and/or suppressor related products, neglect or abuse.

DISCLAIMER
The above warranties are exclusive, and to the extent permitted by applicable laws, shall be in lieu of all other warranties, expressed or implied, 
including, without limitation, any warranty of merchantability or fitness for a particular use or purpose. SureFire disclaims any and all liability for 
product malfunctions, physical injuries, or property damage that result in whole, or in part, from the criminal, negligent, or improper use of the 
product: and/or from modifications or alterations thereto. In no event shall SureFire be liable for any incidental, special, or consequential damages 
relating to the purchase, use, or performance of any SureFire product.

WARRANTY CLAIMS
For repair or replacement email Technical Support at technicalsupport@surefire.com or contact Customer Service at 800-828-8809 (toll free) or 
714-545-9444 and obtain a Return Merchandise Authorization number (RMA#). An initial request for RMA can also be submitted through the link 
on www.surefire.com. You may be supplied with additional shipping instructions specific to the product being returned. Package the unit carefully and 
in accordance with all instructions then return to the mailing address provided (no CODs please). SureFire will pay any reasonable shipping costs to 
return the unit to you. ©2019 SureFire, LLC. All rights reserved.
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SAFETY INFORMATION
The SureFire Blank Safety Device (BSD) for the M4/M4A1 is a training tool that is designed for use during training exercises performed with 
blank ammunition only. Attachment is similar to the SureFire SOCOM Suppressor with the ease of adjustment being similar to that of the 
Yellow M23, Blank Firing Adapter (BFA)for the M4/M4A1.
 
KIT CONTENTS:
• Blank Safety Device
• User Manual

ATTACHMENT

1.  Prior to installation, fully loosen the spud assembly wheel found mid-way up body of BSD by turning to the right as directed. 
2.  Depress the locking ring latch and turn locking ring counterclockwise to the open position.
3.  Install BSD onto SureFire Suppressor Adapter that has been previously installed onto host weapon. The indexing notch in
     the BSD must be aligned and inserted onto the indexing tab of the suppressor adapter to ensure proper installation. 
4.  Rotate locking ring to the right (clockwise) unitl hand tight.
5.  Tighten spud assembly wheel to the left until hand tight. Then use the neck of a blank cartridge case
     (punch or other tool can be used) for final tightening.
Note: As with the yellow M23 BFA retightening may be necessary if the spud loosens after extended use.

REMOVAL 

1. To loosen spud wheel, use the neck of a blank cartridge case (punch or other tool can be used) by inserting into the wheel 
     and turning to the right as labeled on body for removal.
2. Depress locking ring latch and rotate the locking ring to the unlocked position.  
3. Release locking ring latch.
4. Pull on body of Blank Safety Device, away from host weapon, to remove.

MAINTENANCE
This product can be cleaned of debris with either running or standing water from the spud wheel assembly. Allow to air dry or use
compressed air to blow out. If carbon or gas fowling is present, a cleaning brush  and solvent can be used to remove residue. 
Note: Any oiling or introduction of solvents into the product will cause the unit to smoke or off gas during firing.

ALWAYS confirm weapon is unloaded and on SAFE
before attempting removal.

- Approximate size and weight of the SureFire SOCOM556-RC/RC2 Suppressors.

- When attached, this product allows the user to maintain or develop weapon handling  
   skills of that with a suppressor attached.

- Venting system designed for use with 14.5-16” barrel length M4 type weapon systems  
   firing NATO M200 or equivilent blanks.

ALWAYS confirm weapon is unloaded and on SAFE
before attempting installation. 

BLANK SAFETY DEVICE

Blank Safety Device will only function properly when mounted 
on a SureFire Suppressor Adapter designed for this BSD.


