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XC2-A-IRC

OUTPUT LED: 50mW (850nm)    IR Laser:  <0.7mW (845nm) Class I 

RUNTIME 4 hours

DISTANCE > 50 meters w/ AN/PVS-31A

CONSTRUCTION Aluminum

FINISH Mil-Spec Hard Anodized

WEIGHT (w/batteries) 1.8 oz (51 g)

LENGTH 2.46 in (6.25 cm)

BEZEL DIAMETER .375 in (.95 cm) 

BATTERIES* One AAA lithium (incl.)

SWITCHING Ambidextrous momentary / Ambidextrous Tactical Toggle Tap

PROTECTION IPX8 (1 meter for 2 hours)
All performance claims tested to ANSI/NEMA FL1-2009 Standard. 
*runtime and output will be reduced when using a rechargeable or alkaline battery
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MAINTENANCE
Use a clean, dry cloth to wipe off body and window. Periodically clean and 
lubricate threads.

ACCESSORIES
SureFire makes a full line of accessories for most of its illumination tools. 
For a complete listing, visit www.surefire.com/partsaccessories.

THE SUREFIRE NO-HASSLE GUARANTEE
We’ll do what it takes to keep your SureFire gear running smoothly. 
SureFire warrants that if you — our customer — purchase one 
of our products, and we determine that it is defective in material 
and/or workmanship during your lifetime, we will repair or replace 
it — no hassle! 

Our warranty does not cover consumables or normal wear-and-tear 
— things like batteries draining, headbands and headpads wearing 
out, ink cartridges running out, and switches wearing out — or 
damage resulting from abuse, alterations, unauthorized repairs, or 
use contrary to SureFire’s user manuals. 

Should you need a replacement product, SureFire reserves the 
right to replace an obsolete product with a current production, 
like model. In the event that any issue with a SureFire product is 
not covered under this warranty SureFire can arrange to have the 
product repaired for a reasonable fee.

STANDARD DISCLAIMER
Except as specified above or prohibited by applicable law: all express 
or implied conditions and warranties, including, without limitation, 
any implied warranty or condition of merchantability or fitness for 
a particular purpose, or accuracy of any informational content, are 
hereby excluded and disclaimed by SureFire; and in no event will 
SureFire be liable for any special, direct, indirect, consequential, 
incidental or punitive damages howsoever arising and regardless 
of the theory of liability, even if advised of the possibility of such 
damages. Products, prices, availability, specifications, and offers 
are subject to change or cancellation at any time without notice. 

WARRANTY CLAIMS
For claims, contact Customer Service at 714-545-9444 to obtain a 
Return Merchandise Authorization number (RMA#). Then package 
the unit carefully and send to (no CODs):

SureFire, LLC.
Repairs Department, RMA#____

17680 Newhope Street, Suite B
Fountain Valley, CA 92708

SureFire will pay any reasonable shipping costs to return the unit to you.

THESE COMMODITIES, TECHNICAL DATA AND/OR SOFTWARE ARE SUBJECT TO EXPORT CONTROLS ADMINISTERED BY THE U.S. GOVERNMENT. 
EXPORT AND/OR RELEASE TO FOREIGN ENTITIES MUST COMPLY WITH THE APPROPRIATE U.S. GOVERNMENT REGULATIONS.
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KIT CONTENTS:
•XC2-A-IRC or XC2-A-IRC-TN WeaponLight
•One Lithium AAA primary cell*
•3/32” hex wrench
•.050” hex wrench
*Prior to first use, remove battery contact insulator (fig. 2)
*Energizer L92 Ultimate Lithium battery recommended for best 
performance. Alkaline batteries may be used but output performance 
and runtime will be significantly reduced.

MOUNTING XC2-A-IRC TO A HANDGUN

1.  Rotate the front rail mount bolt counterclockwise until the cross  
     member stops moving downward and is parallel with the top surface    
     of the light body (Fig 1).  
2.  Loosen the rear rail mount bolt and spread lugs far enough apart  
     to allow the light to slide onto the accessory rail of the host weapon.
3.  Rotate the front rail mount bolt clockwise until the cross member 
     is elevated enough to be seated in the cross slot of the host weapon 
     accessory rail.  Continue to rotate the front rail mount bolt clockwise 
     to seat the cross member but do not fully tighten.

NOTE:  STOP if resistance is met and the lugs are not evenly pulling into 
the weapon light body when tightening the front rail mount bolt.  Return 
to step one and begin again.

4.  Rotate the rear rail mount bolt until the lugs make contact with the  
     rails of the host weapon.  Do not fully tighten.
5.  Visually inspect the weapon light to ensure that the laser aperture is 
     aligned with the centerline of the bore.  Tighten the rear rail mount  
     bolt until snug.  Rotate another 1/4 turn to secure the rear rail 
     mount bolt.
6.  Tighten the front rail mount bolt, ensuring that the mount lugs retract 
     into the light body evenly and that the cross member remains parallel 
    to the host weapon rail slot until snug.  Rotate another 1/4 turn to  
    secure the front rail mount bolt.

NOTE: Do not over-tighten mount screws more and a 1/4 turn after lugs 
have fully engaged the host weapon accessory rail. 

ACTIVATING THE XC2-A-IRC
Your XC2-A-IRC was designed to allow support-hand activation in both 
momentary-on and constant-on modes when firing right- or left-handed 
(see Fig. 3).

TOGGLE SWITCHING
Momentary-on activation: Depress and hold either toggle switch for 
more than a tenth of a second or as long as needed to momentarily 
activate the XC2-A-IRC.  Release to turn off.
Constant-on activation with toggle switches: The XC2-A-IRC is 
programmed for constant on activation by a quick tap and release 
action via either toggle switch. 

MODE SELECTOR
The XC2-A-IRC series has two modes.  Laser only and laser & 
illuminator mode.  Depress the mode selector switch per the engraved 
instructions on the body to toggle between either mode.

REPLACING THE BATTERY

Confirm that your firearm is unloaded. Do not place hands in front of 
muzzle when replacing and installing the battery in your XC2-A-IRC.  
Remove the battery cap by turning any of starred slots counterclockwise 
with coin or flathead/slot screwdriver (Fig. 2). Remove spent AAA battery 
and replace with a fresh AAA battery. Once new battery is in place with 
positive terminal facing outward, simply retighten the battery cap (by 
turning cap clockwise) and reinstall the XC2-A-IRC onto the handgun 
(see above).

NOTE: AAA lithium batteries are recommended for optimal 
performance. Rechargeable and Alkaline batteries can also be used 
but with diminished runtime and output.

ZEROING/ADJUSTING THE XC2-A-IRC LASER
SureFire recommends zeroing the laser sight at a distance of 25
yards, against a target, to coincide with point-of-aim of the host
weapon’s factory sights. Laser sight may require re-zeroing after the first 
10-50 rounds, as the adjustment apparatus may settle into position.

1. While acquiring target with host weapon sights at the desired range,
    determine which direction(s) laser needs to be adjusted for laser dot 
    position to match weapon sight’s point of aim.

2. Make the necessary adjustments, using the included .050” Hex
    Wrench to tighten or loosen Windage and/or Elevation adjustment
    screws (Fig. 4) per instructions below, based on XC2-A-IRC’s
    mounting position (from shooter’s perspective) and laser
    dot’s relation to weapon’s point of aim.

If the laser dot is…
a. …left of POA, tighten Windage screw by turning clockwise.
b. …right of POA, loosen Windage screw by turning counterclockwise.
c. …above POA, loosen Elevation screw by turning counterclockwise.
d. …below POA, tighten Elevation screw by turning clockwise.
3. Once adjustments have been made, use laser to sight target from
the designated range and fire several rounds, taking care to steady 
your aim to minimize any shooter error. Note XC2-A-IRC point-of-aim 
in relation to weapon’s point-of-impact and make any necessary 
adjustments. Retest and continue to make any adjustments until 
laser’s point-of-aim and weapon’s point-of impact match.
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NOTE: Laser calibration should be verified every time XC2-A-IRC is
removed from host weapon and then installed again.  If adjustments 
are required repeat the zeroing/adjusting process above.

NOTE:  If gross adjustment is required to zero the laser, the set 
screws must be rotated incrementally to prevent the laser module 
from binding.


