ULTRA-HIGH TWO-OUTPUT-MODE LED WEAPONLIGHT FOR REMINGTON 870

600 LUMENS

3 HOURS

13K CANDELA
REFLECTOR

MULTIPLE
SETTINGS

PROGRAMMABLE

DESCRIPTION

The SureFire DSF-870 is designed to replace the factory forend of
the Remington 870 shotgun. It features an ultra-high-output, recoilproof LED that generates 600 blinding lumens of white light on its
maximum setting, and 200 lumens of tactical light with nearly twice
the runtime on its high setting. A precision refl ector focuses the LED’s
light into a smooth, intense beam with ample reach and plenty of
peripheral illuminationfor close- to medium-range applications. The
slender, lightweight polymer forend is textured for a positive hold and
features an ergonomic output-mode-selector switch, ambidextrous
momentary- and constant-on switching, and a system-disable switch
to prevent accidental activation. Setting the LED’s output level is
simply a matter of activating the light in constant-on mode and then
pressing the selector switch until the desired output (600 or 200
lumens) is set — the set output level can then be left in constant-on
mode or switched to momentary-on. Providing unmatched versatility,
durability, illumination, and control, the DSF-870 is the ultimate
WeaponLight for 870 combat shotguns.
FEATURES
¼ Virtually indestructible ultra-high-output LED generates 600
lumens of blinding light on its max setting and 200 lumens,
with nearly twice the runtime, on its high setting
¼ Precision refl ector shapes a versatile beam with reach and
plenty of surround light for close-quarter applications and beyond
¼ Ergonomic switching: output-mode-selector switch, momentaryand constant-on switches on both sides, system-disable 		
switch on bottom

SPECIFICATIONS

DSF-870
OUTPUT

High: 600

Low: 200 lumens

RUNTIME

High: 1.5

Low: 3 hours

PEAK BEAM INTENSITY

13,000 candela

DISTANCE

N/A

CONSTRUCTION

Nitrolon® polymer/Aluminum

FINISH

Mil-Spec Hard Anodized

WEIGHT (w/batteries)

870: 17.8 oz (504.6 g) 500/590: 18.2 oz (516 g)

LENGTH

9.2 in (23.4 cm)

BEZEL DIAMETER

1.37 in (3.47 cm)

BATTERIES

Two 123A lithium (incl.)

SWITCHING

Momentary - & constant-on pressure switches

¼ Slender, high-impact polymer forend is textured for secure hold
¼

All performance claims tested to ANSI/NEMA FL1-2009 Standard.

Hard-anodized aluminum body, tempered window & O-ring
seals make light rugged and durable

¼ Powered by two included 123A lithium batteries with 10-year
shelf life
PART# / UPC
DSF-870

084871321006
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PACKAGING SPECS

FEATURED ACCESSORIES

BATTERY TYPE

VOLTAGE

CAPACITY

ENERGY

123A*

3V

1,550 mAh

4.65 Wh 17 g

WEIGHT

LITHIUM CONTENT

0.465 g

*Specifications per battery

TYPE

Box - Kraft Stock

HEIGHT

2.75 in (6.98 cm)

WIDTH

10.44 in (26.5 cm)

DEPTH

4.63 in (11.76 cm)

H

W

D

123A LITHIUM BATTERIES

SC1 SPARE BATTERY CARRIER

Available in 2, 6, 12-packs and bulk options

Other appropriate models also available

BODY SPECS

9.2 in

1.37 in
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